
The EWK-4001 addressable multi -input supervising element 
is designed for monitoring of external fi re protecti on equip-
ment (e.g.  fi re proof door, fi re damper). The element can 
operate only in lines/loops of the addressable POLON 4000 
system fi re alarm panels. 
This device can be installed indoors or outdoors.

Operati ng voltage 16.5 ÷ 24.6 V
Current consumpti on ≤ 150 µA
Number of monitoring inputs 8
Initi ati on of monitoring line 

potenti al-free change-over contact NO or NC
Max. number of elements in one detector line 20 
Max. number of co-operati ng elements:
- with POLON 4100 control panel               40
- with POLON 4200 control panel               50
- with POLON 4900 control panel             100
- with POLON 4500 control unit               80
Operati ng temperature range             from -25 oC up to +55 oC
Ingress protecti on IP 65
Dimensions with glands 175 x 146 x 75 mm
Mass 0.5 kg

The EWK-4001 device is equipped with eight independent 
monitoring inputs routed to a juncti on block. At the moment 
of switching the monitored contact (NO or NC per choice) at 
either input, the EWK-4001 device sends to the control pa-
nel a signal of a technical alarm, fi re alarm or inconcealable 
fault in an event of a malfuncti on of the controlled circuit 
(depending on the programmed mode) additi onally providing 
the number of the input, which changed its status. The status 
change is signalled by a fl ashing red LED diode built-in in the 
casing of the controlling element. 
The EWK-4001 is equipped with an internal short-circuit iso-
lator.
Coding of the EWK-4001 element’s address is made auto-ma-
ti cally from the control panel – the address code is saved in a 
stable memory of the EWK-4001.

The casing of EWK-4001 multi -input supervising device  is cu-
boid shape, made of plasti c with printed circuit board with 
monitoring lines and row of juncti on blocks for connecti on of 
installati on wires built in. The casing ensures a high grade of 
ti ghtness, enable of assembly it at the spaces where a hard 
conditi on are present or outside of the buildings. The casing 
has got a proper seal glands dedicated for monitoring lines 
connected to the element.
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